TS100
WALL CLADDING SYSTEM

Thin Lightweight Wall Panels Of Natural Granite, Marble, or Limestone

New Construction Recladding Overcladding

SYSTEMS FOR THIN REINFORCED STONE CLADDING AND PANELING

A SUBSIDIARY OF STONE TRUSS SYSTEMS, INC.”

H H THIN STONE SYSTEMS, LLC



TS100
THIN REINFORCED STONE WALL SYSTEM

{Thin Stone Systems, LLC combines aspects of proven technologies of the aluminum wall panel and the glass curtain-wall industries with
the new lechnology of thin reinforced natural sfone developed in ltaly in the1980's. The TS100 Wall System (US Patent No. 7,096,629)
is the result of the blending of these technologies.)

THE PANEL FACING

THIN REINFORCED STONE. Athin 3/8" sheet of natural
stone - granite, marble, or limestone - is reinforced with high
strength glass fiber nettings bonded to the stone by a vacuum
formed epoxy impregnation process. The process transforms
an otherwise brittle non-plastic sheel of stone into a strong,
lightweight, non-brittle (ductile) and impermeable panel which
is ideal for use as exterior cladding

THE SYSTEM

TS100 WALL CLADDING SYSTEM. Extruded aluminum
perimeter frames and stiffeners are shop-applied to the back
of the thin stone facing panels with Dow Corning Mo, 795
Structural Silicone. Angle brackets, clips and wall runners
facilitate simple attachment to various substrates including
steel stud framing, aluminum curtain wall frames, plywood
sheathing or masonry walls.

THE ADVANTAGES

ECONOMICAL - COST SAVINGS. Because of its light
weight and the ease, speed and simplicity of installation, the
TS100 Wall System can generate significant cost savings
by reducing jobsite labor and general construction time and
overhead,

Brooks Brothers, Manhasset, NY - A flagship branch of the retail giant ai the prestigious Americana Manhasset Mall is clad with a shadow veined beige
limestona from Portugal - Architects, Peter Marino and Kennaeth Park
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